
Intel Celeron 4C / 4GB or 8GBCPU/RAM Intel Atom 4C / 8GB Intel Atom 8C / 16GB

Yes (only QGD-1600P)PoE Yes (only QGD-1602P-C3558-8G) Yes (only QGD-1602P-C3758-16G)

2 x 2.5-inch SATA bays硬碟 插槽
2 x M.2 NVMe 2280 slots or 2 x 
2.5-inch SATA bays

2 x M.2 NVMe 2280 slots or 2 x 
2.5-inch SATA bays

1 x 1GbE RJ45Management port 2 x 5GbE RJ45
2 x 1GbE RJ45

2 x 5GbE RJ45
2 x 1GbE RJ45

SOHO, workgroup偵測裝置的建議數量 Small  businesses Small  & medium businesses

14 x 1GbE RJ45 + 
2 x Combo (RJ45&SFP)1GbESwitch ports

8 x 2.5GbE RJ45
8 x 1GbE RJ45
2 x 10GbE SFP+

8 x 2.5GbE RJ45 PoE
8 x 1GbE RJ45 PoE
2 x 10GbE SFP+

QGD-1600P / QGD-1600 QGD-1602P-C3558-8G / 
QGD-1602-C3558-8G

QGD-1602P-C3758-16G / 
QGD-1602-C3758-16G

Intel Celeron 4CCPU Marvell  CN9130 Quad Core Armv8 Cortex-A72

8GBRAM --

--PCIe --

2HDMI --

14 x 1GbE RJ45(PoE) + 2 x 1GbE Combo (RJ45 (PoE) & SFP)
2 x 2.5GbE RJ45 Management portPorts 3x 10GbE ports

6x 2.5GbE ports

QGD-3014-16PT
桌上型智能終端 PoE 交換器

QHora-322
新世代 3 x 10GbE SD-WAN 高速路由器
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Priority

Video Conferencing

ERP

Mail Server
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Outside Sales

Mobile Phone

HQ
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QVPN Client QuWAN QVPN Server


